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Conventional
Style
Circular Saw Tips
Straight Tops

WF W T L

WF-7060 .060 .125 .500 (1/2)
WF-7070 .070
WF-7080 .080
WF-7090 .090
WF-7100 .100
WF-7115 .115
WF-7120 .120
WF-7135 .135
WF-7140 .140
WF-7150 .150
WF-7165 .165
WF-7180 .180
WF-7190 .190
WF-7200 .200
WF-7215 .215
WF-7230 .230
WF-7250 .250
WF-7275 .275
WF-7280 .280
WF-7290 .290
WF-7312 .312
WF-7375 .375
WF-7435 .435
WF-7500 .500
WF-7562 .562
WF-7625 .625
WF-7687 .687
WF-7750 .750

WG W T L

WG-7125.125 .125 .375 (3/8)
WG-7130.130
WG-7135.135
WG-7140.140
WG-7145.145
WG-7150.150
WG-7160.160
WG-7170.170
WG-7175.175
WG-7180.180
WG-7190.190
WG-7200.200
WG-7210.210
WG-7215.215
WG-7220.220
WG-7225.225
WG-7230.230
WG-7240.240
WG-7250.250
WG-7260.260
WG-7275.275
WG-7280.280
WG-7300.300
WG-7325.325
WG-7350.350
WG-7375.375

WB W T L

WB-7085 .085 .078 .281 (9/32)
WB-7090 .090
WB-7095 .095
WB-7100 .100
WB-7110 .110
WB-7120 .120
WB-7125 .125
WB-7130 .130
WB-7135 .135
WB-7140 .140
WB-7145 .145
WB-7150 .150
WB-7160 .160
WB-7165 .165
WB-7170 .170
WB-7175 .175
WB-7180 .180
WB-7190 .190
WB-7200 .200
WB-7215 .215
WB-7220 .220
WB-7235 .235

WA W T L

WA-7070 .070 .062 .250 (1/4)
WA-7080 .080
WA-7095 .095
WA-7100 .100
WA-7115 .115
WA-7120 .120
WA-7130 .130
WA-7145 .145
WA-7150 .150
WA-7160 .160
WA-7180 .180
WA-7200 .200
WA-7215 .215
WA-7220 .220
WA-7230 .230
WA-7245 .245
WA-7250 .250
WA-7260 .260
WA-7275 .275
WA-7280 .280
WA-7290 .290
WA-7300 .300

WC W T L

WC-7100 .100 .095 .281 (9/32)
WC-7110 .110
WC-7115 .115
WC-7120 .120
WC-7125 .125
WC-7130 .130
WC-7135 .135
WC-7140 .140
WC-7150 .150
WC-7160 .160
WC-7165 .165
WC-7170 .170
WC-7175 .175
WC-7180 .180
WC-7185 .185
WC-7190 .190
WC-7200 .200
WC-7215 .215
WC-7220 .220
WC-7235 .235
WC-7240 .240
WC-7250 .250

WD W T L

WD-7060.060 .095 .312 (5/16)
WD-7090.090
WD-7100.100
WD-7110.110
WD-7115.115
WD-7120.120
WD-7125.125
WD-7135.135
WD-7140.140
WD-7150.150
WD-7165.165
WD-7170.170
WD-7180.180
WD-7190.190
WD-7200.200
WD-7210.210
WD-7215.215
WD-7220.220
WD-7230.230
WD-7240.240
WD-7250.250
WD-7260.260
WD-7265.265
WD-7275.275
WD-7300.300
WD-7350.350
WD-7380.380

WH W T L

WH-7100.100 .125 .343 (11/32)
WH-7110.110
WH-7115.115
WH-7120.120
WH-7125.125
WH-7130.130
WH-7135.135
WH-7140.140
WH-7145.145
WH-7150.150
WH-7165.165
WH-7170.170
WH-7180.180
WH-7185.185
WH-7200.200
WH-7210.210
WH-7215.215
WH-7220.220
WH-7230.230
WH-7240.240
WH-7250.250
WH-7265.265
WH-7270.270
WH-7280.280
WH-7300.300
WH-7350.350
WH-7375.375

WE W T L

WE-7110 .110 .095 .375 (3/8)
WE-7115 .115
WE-7120 .120
WE-7125 .125
WE-7135 .135
WE-7140 .140
WE-7150 .150
WE-7160 .160
WE-7165 .165
WE-7170 .170
WE-7175 .175
WE-7180 .180
WE-7185 .185
WE-7190 .190
WE-7200 .200
WE-7210 .210
WE-7215 .215
WE-7220 .220
WE-7230 .230
WE-7240 .240
WE-7250 .250
WE-7260 .260
WE-7265 .265
WE-7275 .275
WE-7300 .300
WE-7350 .350
WE-7375 .375

W=Ancho
T=Espesor
L=Largo

WQ W T L

WQ-7130.130 .156 .375 (3/8)
WQ-7135.135
WQ-7140.140
WQ-7145.145
WQ-7150.150
WQ-7160.160
WQ-7175.175
WQ-7180.180
WQ-7185.185
WQ-7190.190
WQ-7200.200
WQ-7210.210
WQ-7215.215
WQ-7220.220
WQ-7225.225
WQ-7230.230
WQ-7250.250
WQ-7265.265
WQ-7275.275
WQ-7280.280
WQ-7300.300
WQ-7335.335
WQ-7350.350
WQ-7375.375
WQ-7400.400
WQ-7450.450
WQ-7530.530
WQ-7625.625
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European
Style
Circular Saw Tips
Straight Tops

W=Width
T=Thickness
L=Length

30 °

R
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60 °
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CWB W T L

CWB-7050.050 .078 .281 (9/32)
CWB-7065.065
CWB-7070.070
CWB-7080.080
CWB-7090.090
CWB-7100.100
CWB-7110.110
CWB-7120.120
CWB-7125.125
CWB-7130.130
CWB-7135.135
CWB-7140.140
CWB-7150.150
CWB-7165.165
CWB-7170.170
CWB-7180.180
CWB-7195.195
CWB-7200.200
CWB-7215.215
CWB-7220.220
CWB-7225.225
CWB-7230.230
CWB-7245.245
CWB-7250.250

CWD W T L

CWD-7050.050 .095 .312 (5/16)
CWD-7060.060
CWD-7070.070
CWD-7080.080
CWD-7090.090
CWD-7100.100
CWD-7110.110
CWD-7115.115
CWD-7120.120
CWD-7125.125
CWD-7130.130
CWD-7135.135
CWD-7140.140
CWD-7150.150
CWD-7160.160
CWD-7165.165
CWD-7170.170
CWD-7175.175
CWD-7180.180
CWD-7190.190
CWD-7200.200
CWD-7210.210
CWD-7215.215
CWD-7220.220
CWD-7230.230
CWD-7240.240
CWD-7250.250

CWE W T L

CWE-7050.050 .095 .375 (3/8)
CWE-7060.060
CWE-7070.070
CWE-7080.080
CWE-7090.090
CWE-7100.100
CWE-7110.110
CWE-7115.115
CWE-7120.120
CWE-7125.125
CWE-7130.130
CWE-7135.135
CWE-7140.140
CWE-7150.150
CWE-7160.160
CWE-7165.165
CWE-7170.170
CWE-7175.175
CWE-7180.180
CWE-7190.190
CWE-7200.200
CWE-7210.210
CWE-7215.215
CWE-7220.220
CWE-7230.230
CWE-7240.240
CWE-7250.250

CWF W T L

CWF-7100.100 .125 .500 (1/2)
CWF-7110.110
CWF-7115.115
CWF-7120.120
CWF-7135.135
CWF-7140.140
CWF-7150.150
CWF-7165.165
CWF-7180.180
CWF-7190.190
CWF-7200.200
CWF-7215.215
CWF-7220.220
CWF-7230.230
CWF-7250.250
CWF-7275.275
CWF-7280.280
CWF-7290.290
CWF-7300.300
CWF-7312.312
CWF-7375.375
CWF-7435.435
CWF-7500.500
CWF-7562.562
CWF-7625.625
CWF-7687.687
CWF-7750.750

CWH W T L

CWH-7120.120 .125 .343 (11/32)
CWH-7125.125
CWH-7130.130
CWH-7135.135
CWH-7140.140
CWH-7150.150
CWH-7165.165
CWH-7170.170
CWH-7180.180
CWH-7185.185
CWH-7200.200
CWH-7210.210
CWH-7215.215
CWH-7220.220
CWH-7230.230
CWH-7240.240
CWH-7250.250
CWH-7265.265
CWH-7270.270
CWH-7280.280
CWH-7300.300
CWH-7350.350
CWH-7375.375
CWH-7400.400
CWH-7450.450
CWH-7475.475

CWG W T L

CWG-7100.100 .125 .375 (3/8)
CWG-7110.110
CWG-7115.115
CWG-7120.120
CWG-7135.135
CWG-7140.140
CWG-7150.150
CWG-7160.160
CWG-7175.175
CWG-7180.180
CWG-7190.190
CWG-7200.200
CWG-7210.210
CWG-7215.215
CWG-7220.220
CWG-7225.225
CWG-7230.230
CWG-7240.240
CWG-7250.250
CWG-7260.260
CWG-7275.275
CWG-7280.280
CWG-7300.300
CWG-7325.325
CWG-7350.350
CWG-7375.375



José Guadalupe Gallo 106 / Zapopan, Jal. México / (33)  36315374 - (33) 31255419 
www.carbudiam.mx

Special
Style
Circular Saw Tips

W T L

.140 .118 .421
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EFC Panel Saw Tips

Available in Eagle grades RK10 and RK01S

U.S. Equivalent to
Metric10.7 Panel Saw Tip
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W T L

.140 .125 .375 (3/8)
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Nail Cutting Tip - CWG Style
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